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Bitumen and resin cleaner

Tar&Bug Remover

Brake disc cleaner

Brake Disc Cleaner

The product is designed for quick and effective 
cleaning of surfaces from stains of bitumen, resin, 

oils, paints, greases, asphalt crumbs, old polish, and 
insect traces.

An effective agent for cleaning brake systems from 
tough contaminants. It is widely used in industry 

and auto repair shops for cleaning equipment, parts, 
and tools.

It is used for cleaning the body, glass, wheel rims, bumpers, 
headlights, radiator grille, and chrome parts.

Instructions for use: 
Shake the contents of the canister for at least 30 seconds. 
Apply the cleaner from a distance of 15-20 cm to the soiled 
area. Leave the product on the surface for 2-3 minutes. 
Wipe the treated area with a cloth to remove remaining 
dirt. Rinse the cleaned area thoroughly with water and dry 
it. Repeat the treatment if necessary.

Without dismantling, it easily dissolves and removes carbon 
deposits, petroleum products, lubricants, brake fluids, 
resins, soot. The powerful flow of liquid under pressure 
perfectly removes dirt from crevices and other hard-to-
reach places or surfaces covered with rust and degreases 
brake discs, drums, pads, pads, cylinders, clutch parts, 
springs.

Instructions for use: 
Mix the contents of the cylinder, shaking it for at least 
30 seconds. Apply a cleaner to contaminated areas. To 
achieve the maximum effect of the product, it is necessary 
to contact the surface with at least 3-5 minutes. Allow 
the product to dry or remove with a dry tissue. In case of 
removal of complex contaminants, repeat the treatment.

Article Name Package

795-01-04 Mixon Tag & Bug Remover aerosol 400 ml 12 х 0,4 L

Article Name Package

794-01-04 Mixon Brake Parts Cleaner aerosol 400 ml 12 х 0,4 L
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Engine cleaner

Engine Cleaner

Carburetor cleaner

Carburetor Cleaner

A special agent for cleaning all types of engines and 
the engine compartment from deep and stubborn 

contaminants. It is used for cleaning the external surfaces 
of engines of cars, motorcycles, boats, agricultural, and 
garden machinery.

An effective cleaner for internal and external surfaces 
of the carburetor, jets, intake valves, throttles, 

and throttle valves from carbon deposits, soot, and 
oil residues. Allows cleaning the carburetor without 
disassembling it.

Dissolves bituminous stains, oil, and grease contamination. 
Effectively removes tar, bitumen, and other hard-to-dissolve 
substances. Removes protective coatings from the car body. 
Has excellent washing and cleaning properties. After a short 
period of action, even the most stubborn contaminants are 
removed. Does not contain chlorinated hydrocarbons.

Instructions for use: 
Shake the can for up to 30 seconds before application. Apply 
from a distance of at least 20-30 cm. For maximum effect, the 
product should remain in contact with the surface for 3-5 minutes. 
Softened dirt will either drain off the surface on its own or can be 
removed with a dry cloth.

The carburetor cleaner restores idling speed and the performance 
of the solenoid valve. Contains substances that provide lubrication 
with moving parts of the carburetor.

Instructions for use: 
Mix the contents of the cylinder, shaking it for at least 30 seconds. 
Turn off the ignition, remove the air filter cover and treat the 
carburetor on the outside. Start the engine and, holding the 
throttle drive lever, carefully treat the inner surfaces of the 
carburetor. To achieve the maximum result of the product, it is 
necessary to contact the surface at least 2–3 min. Start the engine, 
let it work at increased speeds of 3-5 minutes.
Consumption: one cylinder allows you to carry out up to 3 
treatments, depending on the degree of contamination.

Article Name Package

793-01-04 Mixon Engine Cleaner aerosol 400 ml 12 х 0,4 L

Article Name Package

796-01-04 Mixon Carburetor Cleaner aerosol 400 ml 12 х 0,4 L
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Glass and mirror cleaner

Glass Cleaner

Glass Cleaner is designed to remove the most 
stubborn contaminants from glass surfaces of cars: 

biological traces from insects and birds, road soot, plant 
juices, tree and plant resins, and various external dirt 
and dust, as well as effectively eliminate tobacco inside 
the cabin.

It has high cleaning efficiency and the ability to prevent streaks 
and smudges after treatment. The cleaner gives surfaces a 
bright shine and crystal-clear cleanliness.

Instructions for use: 
Shake the contents of the canister, shaking it for at least 30 
seconds. Spray the product onto the surface to be treated from 
a distance of 20-30 cm and evenly distribute it over the surface 
with a cloth. Wipe dry with paper or a dry cloth.

Article Name Package

792-01-04 Mixon Glass Cleaner aerosol 400 ml 12 х 0,4 L

Agent for quick disconnection of rusted connections

Bolt Loosener

Universal lubricant with rust converter is an effective 
product designed for quickly loosening threaded 

and cylindrical connections that are rusted, seized, or 
frozen. It allows for fast and damage-free disassembly 
of components. It facilitates assembly and disassembly, 
loosening bolts, nuts, and screws.

The liquid key cleans and lubricates cables, bearings, chains, rollers, 
door and car hinges, padlocks. At the same time, it cleans, lubricates 
and provides reliable protection against corrosion. Thanks to 
powerful injection, it penetrates into narrow hard-to-reach places. 
Does not affect paint coatings, plastic, wood and rubber. Does not 
evaporate. The agent comprises molybdenum disulfide (MoS2) 
which promotes deep penetration of the agent and forms a uniform 
film on the treated surface. This film protects the joints and surfaces 
from moisture penetration and corrosion, and ensures the operation 
of the assemblies at extremely low and high temperatures.
 

Instructions for use: 
Apply the product to the surface to be treated from a distance of 10-
15 cm. Maximum effectiveness is achieved when the product remains 
in contact with the treated surface for at least 2-3 minutes. When 
loosening heavily rusted, long-corroded, or seized joints, fasteners, or 
assemblies, it is recommended to apply the lubricant twice, with a 
3-5 minute interval, and only then start disassembly.  
Important! Do not apply excessive force when unscrewing. After 
applying the lubricant, the joint should be rocked in different 
directions before loosening.

Article Name Package

798-01-04 Mixon Bolt Loosener aerosol 400 ml 12 х 0,4 L
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Multifunctional product

Mixon M-40

Cleans, lubricates, and provides reliable 
protection against corrosion. Recommended 

for unlocking, lubricating, and cleaning locks, 
bolts, chains, hinges, bearings, fasteners, plumbing 
faucets and fittings, as well as various types of 
moving parts and mechanisms of cars, motorcycles, 
agricultural machinery, boats, and firearms.

Can be used for the care and protection of industrial 
equipment - allows you to quickly and without 
damage disconnect stuck or jammed nodes of 
any type of assembly, facilitates installation and 
dismantling. Suitable for metal, plastic and rubber 
surfaces. Prevents freezing of door locks, hinges and 
mechanisms.

Instructions for use: 
Mix the contents of the cylinder, shaking it for at least 
30 seconds. Apply lubricant to the surface from a 
distance of 10-15 cm. Leave the product for 2-3 min. 
contact the surface. When separating very rusty, long-
oxidized and jammed joints, fasteners, assemblies, it is 
recommended to apply lubricant several times.

Article Name Package

M40-01-02 Multifunctional product Mixon M-40 aerosol 200 ml 24 х 0,2 L

M40-01-04-N Multifunctional product Mixon M-40 aerosol 400 ml 12 х 0,4 L




